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A. Directions to Facility: 
From I-80: Exit #257, turn south on Hwy. 183, 17 miles.  After entering town, turn 
 East (left) at the first stop light, intersection of Burlington and 14th Ave.  
 Drive three blocks to Tilden St., the Tassel is located on the southeast  
 corner of 14th Ave. and Tilden St. 
From East on Hwy 6/34:  Drive through Holdrege (4th Ave.) to third stoplight at  
 intersection of 4th Ave. and Burlington St., merge right onto Hwy 183  
 driving north ten blocks to 14th Ave. and Burlington.  Turn East (right)  
 on 14th Ave., drive three blocks to Tilden St., the Tassel is located on  
 the southeast corner of 14th Ave. and Tilden St. 
From West on Hwy 6/34:  Drive through Holdrege (4th Ave.) to first stoplight at 
 intersection of 4th Ave. and Burlington, enter left turning lane in order to  
 merge onto Hwy. 183.  Drive north ten blocks to 14th Ave. and Burlington; 
 turn East (right) on 14th Ave., drive three blocks to Tilden St.  The Tassel is 
 located on the southeast corner of 14th Ave. and Tilden St. 
From South on Hwy 183: Continue north through Holdrege to to 14th Ave. and  
 Burlington; turn East (right) on 14th Ave., drive three blocks to Tilden St.  The 
 Tassel is located on the southeast corner of 14th Ave. and Tilden St. 
 
B. Parking:   

Parking at the Tassel is free of charge.  The Parking Lot may be entered from 
 14th Ave. via a drive at the north east corner of the building or via a drive off of 
 Tilden St. just southwest of the building.  There is ample parking for buses.  
 
C. Load In/Load Out:   

The loading dock is on the southeast corner of the building, there is a garage 
 door on ground level that opens right into the scenery shop that is 
 immediately adjacent to stage left.  There are no steps. 
 
D. Dressing Rooms 

Dressing Rooms are located in the northeast corner of the building and there 
is direct access to the dressing rooms from the exterior.  
·  2 large for 15 people with sinks, lighted mirrors, electric receptacles 
·  2 small for 1-2 people with sinks, lighted mirrors, electric receptacles. 
·  One each men’s and women’s restroom adjacent to the dressing rooms. 
·  2 single showers adjacent to the dressing rooms. 
·  Spacious Green Room adjacent to dressing rooms. 

 
E. Seating Capacity 

·  The Tassel Theatre has a seating capacity of 818 (+18 open spaces 
for chairs/wheelchairs for a total 836 seats) 644 Main Floor, 174 
Balcony. 

·  The Green Room has a seating capacity of approximately 50 persons. 
·  The Lobby Area has a seating capacity of approximately 150 persons. 
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F. Stage Specifications: 
·  Proscenium width: 50'   
·  Proscenium height: 20' 
·  Curtain line to apron edge: 7' 4" 
·  Curtain line to back wall: 32' 6" 
·  Curtain line to last pipe: 24' 
·  Left wing: 30' 
·  Right wing: 9' (opens to 9' wide hallway for additional space) 
·  Stage height above seating floor: 3© 6" 
·  Apron to back wall: 39© 
·  Apron to back curtain: 31© 
·  Front curtain to back curtain: 23© 
·  Stage Floor: Masonite, painted black, over plywood and foam, (2 layers of 

OSB oriented strand board topped with a layer of tempered masonite 
painted flat black). 

 
G. Orchestra pit:   

The orchestra is 2 steps down from the house floor level, immediately in front
 of the stage. 
 
H. Sound 

·  Mixing Console: DDA – Model CS8  32 channels 
·  Power for our sound system:  3-phase. 
·  Instruments Available: 

(4) Belt packs with headsets  (4) Suspended Choir Mics 
(1) EV Wireless Lapel Microphone (1) Podium Mic 
(1) EV Wireless Handheld   (2) Direct-in boxes 

·  Area in the house (not in a booth) for a sound system:       
The balcony is 15 feet from front rail to back wall of the first floor.  Rear center

 two rows of seats are removable.  In house positioning the sound system and 
 personnel will be under 7 feet of the balcony overhang. 

·  Available Com Locations:  Plug-In  Wall Com 
Sound Booth       X      X 
Light Booth       X      X 
Spot Booth       X      X 
DS Right, Master Rack w/mic    X      X 
Orchestra Pit       X 
Stage Left       X 
Fly Rail/US Right      X 
Green Room       X 
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I. Lighting 
 

·  Instruments Available: 
(17) Source Four Pars( top/back) 
(4) Source Four Ellipsoidal Reflector Spotlights 10 degrees(FOH catwalk) 
(15) Source Four ERS 19 degrees 
(4) Source Four ERS 26 degrees  
(10) Source Four ERS 36 degrees  
(4) Cyclorama Desisti 3 Cell 
(2) Lycian Super Arc 400 follow spots 

 
·  Light Console: ETC Console Express 48/96, 192 control channels/512 DMX 

channels 
·  May be operated as two scene preset or as a state-of-the-art computer 

controller.  Moving light personalities are included.  There is ETC link and two 
DMX universes. 

·  Sensor Racks:  32 modules 
·  Dimming: Two full Electronic Controls SENSOR Racks including: 30 Dual 

2,400 watt sensor dimmers:(60 dimmers) circuitry is adequately distributed on 
FOH catwalk.   Four overhead electrical battens and stage perimeter 
locations.  

·  House lights controlled from light booth or wall controls. 
·  FOH: 30 circuits, located approximately 25' from front edge of the stage 
·  Number of circuits on the stage electric pipes.    

o 1st Electric: 18 circuits and 20 locations 
o 2nd Electric:12 circuits and 20 locations 
o 3rd Electric: 11 circuits and 21 locations 
o 4th Electric: 20 circuits and 20 locations 

·  Stage Perimeter Circuits 
o Downstage: Left: 4 circuits; Right: 4 circuits 
o Upstage: Left: 4 circuits; Center: 4 circuits; Right: 4 circuits 

 
J. DRAPES 

·  Main Valance:  58©-0" W X 8©-0" H, Cadet Blue Memorable Velour 
·  Main Drape:  61©-0" W x 23©-0" H Cadet Blue Memorable Velour, may be 

opened in either draw or guillotine. 
·  Legs: 14©-0" W x 25©-0" H Black Memorable Velour 
·  Valances: 56©-0" W x 8©-0" H Black Memorable Velour 
·  56©-0" W x 10©-0" H Black Memorable Velour 
·  Back Drape: 61©-0" W x 25©-0" H Black Memorable Velour 
·  Cyc: 50©-0" W x-19©-6" H Blue Scenery Muslin 
·  Zetex Fire Curtain 56'-0” W, 23'-0” H. 
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K. Counter Balance Stage Rigging System 

·  The counter balance rigging system has thirty-one (31) line sets.  The battens 
are 63'-0º long using 1 ¼º ID pipe.   There are 20,000 lbs. counterweight in 
10, 20, and 40 lb bricks, available, 15,000 lbs. are on the loading deck. 

L. Stage Dimensions 
Height of grid: 43 feet 
Proscenium Opening: 50©-0" W x 20©-0" H 
Stage Depth: 34©-0" 
Set Depth: 26©-6" 
Proscenium: 0'-0º 
Valance: I©-0º 
Front Curtain: l©-6" 
Spare: 2©-0" 
Leg 1: 2©-6" 
Electric #1: 3©-6" 
Spare: 4©-6" 
Spare: 5©-6" 
Spare: 6©-0" 
Border 1: 6©-6" 
Leg: 7©-0" 
Electric #2: 8©-0 
Spare: 9©-0" 
Spare: 10©-6" 
Spare: ll©-O" 
Border: 12©-6" 
Leg: 13'-0º 
Electric #3: 14'-0º 
Spare: 18'-0º 
Spare: 18'-6º 
Spare: 19'-0º 
Spare: 19'-6º 
Border: 20'-0º 
Leg: 20'-6º 
Electric #4: 21'-6º 
Spare: 22'-6º 
Spare: 23'-0º 
Spare: 23'-6º 
Rear Curtain: 24'-0º 
Spare: 24'-6º 
Sky Cyclorama: 26'-6º 
 


